Notice No.1 


Rules and Regulations for the 
Classification of Linkspans 
July 2018 


The status of this Rule set is amended as shown and is now to be read in conjunction with this and prior 
Notices. Any corrigenda included in the Notice are effective immediately. 


Please note that corrigenda amends to paragraphs, Tables and Figures are not shown in their entirety. 


Issue date: June 2019 


IACS/IMO 
Amendments to Effective date implementation 
(if applicable) 
Part 1, Chapter 2, Section 4 1 July 2019 NA 
Part 3, Chapter 4, Section 5 Corrigendum NA 
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Part 1, Chapter 2 
Classification Regulations 


7 Section 4 
Surveys and certificates 


4.11 Ownership details 


4.11.1 The Owner will ensure a member of the LR Group - Marine and Offshore division is promptly informed in writing of any 
change to their contact details and, in the event of a vessel/asset transfer or sale, is to supply details of the new Owner in writing. 
The new Owner is to promptly inform a member of the LR Group - Marine and Offshore division in writing of their contact details. If 
the new Owner fails to do so and if LR cannot verify the ownership record, then the class of that vessel/asset will be specially 
considered by the Classification Committee. 


Part 3, Chapter 4 


Pontoons 
Hl Section 5 
Bulkheads 
5.1 General 


Table 4.5.1 Watertight and ballast tank bulkhead scantlings 
Item and requirements | Watertight bulkhead | Ballast tank bulkhead 
h, = load head, in metres, measured vertically as follows: 
e For watertight bulkhead plating, the distance from a point one-third of the height of the plate above its lower edge toa 
point 0,91 m above the bulkhead deck at side 


aboueshe bullies doneelde For ballast ‘tank Buena! aie the distance from a point one- third zi the Flan of the 

plate above its lower edge to the top of the tank, or half the distance to the top of the overflow, whichever is greater. 

e For watertight bulkhead stiffeners or girders, the distance from the middle of the effective length to a point 0,91 m 
above the bulkhead deck side 

e For ballast tank bulkhead stiffeners or girders, the distance from the middle of the effective length to the top of the tank, 


or half the distance to the top of the overflow, whichever is the greater 


© Lloyd’s Register Group Limited 2019 
Published by Lloyd’s Register Group Limited 
Registered office (Reg. no. 08126909) 

71 Fenchurch Street, London, EC3M 4BS 
United Kingdom 


Lloyd's Register and variants of it are trading names of Lloyd’s Register Group Limited, its subsidiaries and affiliates. For further details please 
see http://www.|r.org/entities 


Lloyd's Register Group Limited, its subsidiaries and affiliates and their respective officers, employees or agents are, individually and collectively, 
referred to in this clause as ‘Lloyd's Register’. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, 
damage or expense caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a 
contract with the relevant Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is 
exclusively on the terms and conditions set out in that contract. 


